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(7) The status of corrective action on
defective wells in the area of review.

(c) Prior to granting approval for the
plugging and abandonment of a Class I
well the Director shall consider the fol-
lowing information:

(1) The type and number of plugs to
be used;

(2) The placement of each plug in-
cluding the elevation of the top and
bottom;

(3) The type and grade and quantity
of cement to be used;

(4) The method for placement of the
plugs; and

(5) The procedure to be used to meet
the requirement of § 146.10(c).

(Clean Water Act, Safe Drinking Water Act,
Clean Air Act, Resource Conservation and
Recovery Act: 42 U.S.C. 6905, 6912, 6925, 6927,
6974)

[45 FR 42500, June 24, 1980, as amended at 46
FR 43162, Aug. 27, 1981; 48 FR 14293, Apr. 1,
1983]

Subpart C—Criteria and Standards
Applicable to Class II Wells

§ 146.21 Applicability.
This subpart establishes criteria and

standards for underground injection
control programs to regulate Class II
wells.

§ 146.22 Construction requirements.
(a) All new Class II wells shall be

sited in such a fashion that they inject
into a formation which is separated
from any USDW by a confining zone
that is free of known open faults or
fractures within the area of review.

(b)(1) All Class II injection wells shall
be cased and cemented to prevent
movement of fluids into or between un-
derground sources of drinking water.
The casing and cement used in the con-
struction of each newly drilled well
shall be designed for the life expect-
ancy of the well. In determining and
specifying casing and cementing re-
quirements, the following factors shall
be considered:

(i) Depth to the injection zone;
(ii) Depth to the bottom of all

USDWs; and
(iii) Estimated maximum and aver-

age injection pressures;
(2) In addition the Director may con-

sider information on:

(i) Nature of formation fluids;
(ii) Lithology of injection and con-

fining zones;
(iii) External pressure, internal pres-

sure, and axial loading;
(iv) Hole size;
(v) Size and grade of all casing

strings; and
(vi) Class of cement.
(c) The requirements in paragraph (b)

of this section need not apply to exist-
ing or newly converted Class II wells
located in existing fields if:

(1) Regulatory controls for casing
and cementing existed for those wells
at the time of drilling and those wells
are in compliance with those controls;
and

(2) Well injection will not result in
the movement of fluids into an under-
ground source of drinking water so as
to create a significant risk to the
health of persons.

(d) The requirements in paragraph (b)
of this section need not apply to newly
drilled wells in existing fields if;

(1) They meet the requirements of
the State for casing and cementing ap-
plicable to that field at the time of
submission of the State program to the
Administrator; and

(2) Well injection will not result in
the movement of fluids into an under-
ground source of drinking water so as
to create a significant risk to the
health of persons.

(e) Where a State did not have regu-
latory controls for casing and cement-
ing prior to the time of the submission
of the State program to the Adminis-
trator, the Director need not apply the
casing and cementing requirements in
paragraph (b) of this section if he sub-
mits as a part of his application for pri-
macy, an appropriate plan for casing
and cementing of existing, newly con-
verted, and newly drilled wells in exist-
ing fields, and the Administrator ap-
proves the plan.

(f) Appropriate logs and other tests
shall be conducted during the drilling
and construction of new Class II wells.
A descriptive report interpreting the
results of that portion of those logs
and tests which specifically relate to
(1) an USDW and the confining zone ad-
jacent to it, and (2) the injection and
adjacent formations shall be prepared
by a knowledgeable log analyst and
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